
56 E Q U I P M E N T

SPECIFICATIONS:

Crack Pro 
3500

Crack Pro 
3000

Crack Pro 
2000

Length 56" 33" 30"

Width 25" 41" 23"

Height 50" 22" 41"

Weight 440 lbs. 220 lbs. 114 lbs.

SCFM 24 14.6 10

PSIG 125 125 100

Engine Honda 
GX270 

Honda 
GX160 -

Includes larger air 
compressor and air-
wand attachment for 
blowing out cracks.

CRACK PRO®  
2000

CRACK PRO®  
3000

CRACK PRO® 3500

Economical pump unit that plugs into any 
air compressor (10 cfm or higher) (Requires 

separate air compressor).

PRODUCT # DESCRIPTION WEIGHT

E1635 Crack Pro 3500 440 lbs.

E1625 Crack Pro 3000 220 lbs.

E1701 Crack Pro 2000 114 lbs.

* Call for pricing  |  Components subject to change

CRACK PRO® COLD-POUR CRACK 
FILLER APPLICATION UNITS
FOR EASE, CONVENIENCE & HIGH PRODUCTION

D E S I G N E D  T O  P U M P  A N D  A P P L Y  C O L D  P O U R  C R A C K  F I L L E R S  
A N D  S E A L A N T S  F R O M  P A I L S  &  D R U M S

All Units Feature:

• Air Diaphragm Material Pump
• 50 ft. Hose & Wand
• Straight Pipe & Crack Shoe Application Assemblies
• Suction Hose
• Basket Stainer


