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(LP tank not included)

DIMENSIONS:

	 Height.................................................................................................... 42”
	 Width...................................................................................................... 39”
	 Length....................................................................................................62"

DIMENSIONS:

	 Height.................................................................................................... 36”
	 Width....................................................................................................... 18”
	 Length....................................................................................................29"

PRODUCT # DESCRIPTION WEIGHT

E2830 SM-10 Melter 113 lbs.

P50601 SM-10 Optional TR Mounting Kit 10 lbs.

* Call for pricing  |  Components subject to change

PRODUCT # DESCRIPTION WEIGHT

E1704 Crack Pro® Turbo 280 lbs.

* Call for pricing  |  Components subject to change

PRODUCT # DESCRIPTION WEIGHT

T5550 P.A. Torch Package 15 lbs.

* Call for pricing  |  Components subject to change

PRODUCT # DESCRIPTION WEIGHT

E2820 MA-10 Melter Applicator 129 lbs.

P50602 MA-10 Optional TR Mounting Kit 10 lbs.

* Call for pricing  |  Components subject to change

SM-10 MELTER
IDEAL FOR MELTING CRACKMASTER  
SUPREME DIRECT-FIRE CRACK SEALANT

SM-10 Features:

• 10-gallon tank size
• Include burner, hose, and regulator  
   (Designed for use with Vapor LP gas cylinder)

P.A. TORCH
CLEANS & DRIES CRACKS

P.A. Torch Package Includes:

Torch, 50 ft. U.L. rated gas hose, regulator and  
1/2" standard air quick connect

CRACK PRO® TURBO
CLEANS & DRIES CRACKS IN ONE  
MOTION. HIGHLY MANEUVERABLE.

PRODUCT # DESCRIPTION WEIGHT

T5555 Hot Air Lance Kit (60-100 CFM) 45 lbs.

T5554 Hot Air Lance Kit (100 CFM or more) 45 lbs.

T5556 Wheel Kit with Debris Guard 8 lbs.

* Call for pricing  |  Components subject to change

SEALMASTER®  
HOT AIR LANCE
HIGH VELOCITY HEAT  
LANCE CLEANS AND DRIES  
CRACKS QUICKLY

SealMaster Hot Lance Kit  
Heated air temperature: 400°F  
to 2600°F. 
Exit heated air: Up to 1,000 ft. per second.  
BTU: Up to 1,000,000.
Kit includes: Hot Air Lance, 50’ hose with protective 
cover, shoulder strap, air filter, LP regulator gauge 
and quick connect fittings.

Equipment being operated at elevations above 2,500 ft. require special consideration, contact a SealMaster representative for details


